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Warning

c Never place a pan/pot/dish directly on the device. This immediately destroys the induction
unit.

min. 20 mm space
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Introduction

The InductWarm®130+ is being developed to keep food warm and to meet all specific requirements of
the high-class hotel and hospitality industry. Besides the high quality, we also focus on premium design
and easy handling.

The InductWarm®130+ is an undercounter induction system and can be mounted directly under
materials like artificial stone, glass or wood. The induction field penetrates the cover material and
warms the bottom of the dish. In this way, the food can be kept warm while the cover material itself will
not be heated directly. There is only a reflection heat from the dish bottom to the surface. Therefore, the
cover material can warm up and expand. But with the right choice of material, this expansion can be
reduced to a minimum. Gastros can assist you by selecting the right cover material.

General information
Very high surface temperatures up to 180° C can occur, if the dishes run dry (if there
is no moisture left in the dishes).
Gastros can test materials A servicepoint@gastros.swiss.
Using cover material that is not approved by Gastros is on your own risk.
Gastros does not deliver any surface material. This has to be organized by the
planers.

Thickness of the Cover Material

The InductWarm® 130+ device
is calibrated to 800W power
output at a maximum distance
of 20mm between the device
and the inductive dishes.
When using a larger distance,
a power-loss of 15W/mm
occurs.

Never undercut 20mm of
distance! Due to physical
effects, an “inductive
shortcut” might destroy the
device.
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Using GLASS as Cover Material

WARNING:
The distance between the unit’s surface and the glass cover must be > 20mm. When using
a 12mm glass cover, there must be an 8mm air-gap.

Glass Specification

ESG-Glass, satin-finished 12-20 mm
Scratch resistant, Long Live
Heat-Soak-Test HST

Optional: digital print (Deco Print)

Ceran (Schott) can be used at minimum 6mm thickness (14mm air-gap).

Examples of Buffets with Cover Material Glass
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Using ARTIFICIAL STONE as Cover Material

A WARNING:
The use of cover material that is not approved by Gastros is on your own risk.

Don't use natural stone! Natural stone contains small metallic particles. These particles expand
when heating up and therefore will be released. This process can cause small cracks in the
stone and can also destroy the stone completely in the worst case.

If possible, insert expansion gaps (>3mm) with silicon filling. Some artificial stone suppliers
guarantee 3m sized blocks without expansion.

Invisible transportation damages might become visible only after several heating cycles.

Keep service and maintenance in mind. If a stone breaks, it might be easier to replace smaller
parts instead of a full buffet cover.

Examples of Buffets with Cover Material Artificial Stone
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Cover Material Recommendations

Gastros frequently is testing new materials from different suppliers. The list is open and will be updated
as soon as there are new results available:

Cover Material ‘ Suggestion / Advice*

Ariostea Tested and approved. Use 20mm of thickness.
https://www.ariostea.de/

Caesarstone Tested and approved. Use 20mm of thickness.
WWW .caesarstone.com

Fridurit Tested and approved. Use 11mm of thickness.
www.friatec.de/content/friatec/de/Keramik

Laminam Tested and approved. Use 20mm of thickness.
www.laminam.it/en/home/

Neolith Tested and approved. Use 20mm of thickness.
www.neolith.com

Silestone Gastros recommends using Silestone ONLY in combination
with silicone pads. Heat test ended with color change on the
surface. Mechanical test passed.

Belenco Gastros does NOT recommend using Belenco with its systems.
Corian Gastros does NOT recommend using Corian with its systems.
Dekton Gastros does NOT recommend using Dekton with its systems.

As Dekton is an extremely hard material there is high risk of
tension cracks.

Fondovalle Gastros does NOT recommend using Fondovalle with its
systems.

Sensa Naturstein
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